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__— STANDARD TYPE ‘D’

MANHOLE FRAME & COVER:
SEE STANDARD MD-383.61
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o] 7] FACE OF TYPE A CURB

STANDARD WR FRAME & GRATE

A WITH CUT FLANGE. FOR DETAILS

T SEE STANDARD MD-374.02 & MD-374.03

I™~— 5, 0 ANCHOR BOLT. 4

] PER FRAME (FOR DETAILS

CHANNEL TO

LEAVE 4“X4" OPENINGS FOR
SUBGRADE DRAINAGE [F DIRECTED—/ PLAN

TOP OF CURB

NORMAL PAVEMENT SLOPE

W8x31 (GALVANIZED)
SUPPORT BEAM 6'-45%" __
LONG. FOR DETAILS

SEE STD. MD—374.03.—"t:

6'2" BEARING {

BRICK OR CONCRETE

AT LEAST 2"
TOWARD OUTLET.
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SEE STANDARD MD-374.02
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CONCRETE MIX NO. 2

SECTION A-A  prcnsr

METHOD OF ANCHORING SUPPORT BEAM

NO.4 @ DEFORMED BARS @ 4" C/C 2 WAYS

IF_INLET IS CONSTRUCTED OF BRICK
(THIS DETAIL TO BE USED FOR INLET REPAIR ONLY)

INLET
HEAD

T BT ]

NOTES

INLET SHALL BE CONSTRUCTED OF REINFORCED
CONCRETE MIX NO.2. SIZE. TYPE & DIRECTION

8ls" —f

; |‘— 6'2"

OF INLET CONNECTION WILL VARY TO SUIT
CONDITIONS. SEE S.H.A. SPECIFICATIONS FOR

SLOPE
PER FOOT

ta— 8 1y
8% INLETS. REINFORCEMENT REQUIRED ON OUTSIDE.

AS WELL AS ON INSIDE OF WALLS BELOW 7'-0"

WHEN “A“ 1S GREATER THANT7'-0". SPACING.

SAME AS FOR INSIDE OF WALL. PLACE 's4"

EXPANSION MATERIAL OF SAMETYPE APPROVED

FOR PAVEMENT BETWEEN ENDS OF INLET CURB

F‘ & NORMAL CURB. BRICK FOR MASONRY. TQO COMPLY

1 WITH THE S.H.A SPECIFICATIONS. FOR UNDEPRESSED

2 INLETS USE NORMAL PAVEMENT SLOPE. IF LADDER

RUNGS ARE REQUIRED SEE STANDARD MD 383.91

OR MD 383.92.

4'-0" MIN. DEPTH PAYMENT

)
8“MIN,]

SECTION B-B

SPECIFICATION | CATEGORY CODE ITEMS
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